118 BOAT BUILDER'S HANDBOOK

For a 12-foot sailer that also takes 2-3 HP outboard motors, try—
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KIMMING off a brisk wind or with the wind
abeam, Breeze-Baby actually planes with one
person aboard. Despite her rowboat lines

(that make her easy to build), she handles easily
under her simple sail, an ideal “first” boat. Sim-
ple lines are adapted to plywood construction
that’s strong, light and that keeps Breeze-Baby’s
bilges dry. You can take her with you atop your
car or on a lightweight trailer for summer fun
wherever you vacation or get in a week-end’s
sailing.

Since Baby is built over mold frames that are
later removed when
planking is complete and
the seats and ‘knees are
in place, the inside is
easy to scramble around
in without stumbling
over permanent frames.
Even the form that sup-
ports Baby’s keel and
molds can be sawed up
for storage skids when
she’s out of the water.

To get started building
Breeze-Baby, lay out
full-size patterns of the
stem, transom and mold
frames on red rosin pa-
per (available at lumber
yards) and a soft pencil (Figs. 1 and 3). Build and % in. plywood and 34 in. frame pieces for
up mold frames #1 and #2 from 2x4 bottom the transom; saw them to shape. Glue the outline
members, 1x4 side members and diagonal braces frame pieces to the transom with waterproof plas-

to keep frames from twisting to fit patterns. tic rosin glue (Weldwood) and screwfasten them
Set the finished molds aside and cut out the with #8 x 1 in. fh screws spaced at 3 in.
paper patterns for the transom and stem with When you're buying plywood, insist on Exterior

a sharp razor blade exactly to shape. You canlay AA grade. If the plywood does not have the
these patterns over the 134 in. stock for the stem edge brand, Ext. DFPA, required by the govern-
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