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Pulled briskly along with oars, pushed along by
an outboard, or riding easily under sail, Sea
Midge will find a wide variety of uses for sport
and relaxation—and the serious work of fishing.

SEA
MIDGE

Snug, Small, Three-Way Pram

By WILLIAM D. JACKSON = s

Naval Architect

ESIGNED with a convex bottom o
for maximum speed whether pow- R SN e
ered by sail, outboard motor or i T e
oars, Sea Midge is modeled on an Old
World boat originally developed as a
yacht dinghy for use upon the North
Sea. It is an excellent all-around work-
horse and is light enough to be carried anywhere.

Construction of Sea Midge is simplicity itself.
The first item of construction is the building . .
form (Fig. 2). Next, make mold frames #1 and _ Craft Print Project No. 274
#2 as shown in Fig. 3, using as patterns full-size
drawings of these parts drawn on heavy brown
wrapping paper. Nail at joints, and slip molds
into notches on building form.

Using full-size paper patterns again, cut the
backing for the stem and the transom from
%-in. plywood to the shapes shown in Fig. 3, their : : EREES .
ﬁmes’ll from S4-in. oak (or fir) stock and glue- IB;EEh:.Il\'IIHsfs;Z ;:t widest point; 45 in. at water line.
coat all contacting i'surfaces with Weldwood be- . Afs
fore fastening from plywood to frames with #8x "R RN o ™
1-in:"fh “serews. Clampstem and ‘transem to i e s :WO GRiFORF- Pt
buildin g form with Jorgénson’s C-clamps. CONS‘I;RUCTION: /4-13.iextenor waterproa:':f ply-

wood over a stressed framework, hull built over

Mark all frames for the keelson and make two mold frames which are later removed.
notches for this member with a hand saw and

STATEMENT OF USES

USES: May be rowed or sailed or adapted for use
with outboard motors of from 1 to 3 hp.

TYPE: Pram type.
LENGTH: 8 it. over-all; 6 ft. 6 in. on water line.
















